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Kapitel : Produkte für die Harzinfusion
As the conditions or methods of use, including storage, are beyond our control, Airtech Europe does not assume any responsibility for the performance of this material for any particular use. The material is sold "as is".

Airtech Europe disclaims, and buyer waives, any and all implied warranties, including without limitation the implied warranties of merchantability and of fitness for particular use. The information contained herein
represents typical properties and should not be used for specification purposes. This translation is provided for your convenience only. The official language is English and the official law is Luxembourg.

BESCHREIBUNG
SpiralMesh 1/2 & SpiralMesh 3/4 ist ein genähtes Schlauchgeflecht mit Spiralschlauch, das für
Harzinfusionsanwendungen eingesetzt wird.

TECHNISCHE DATEN
Materialart HDPE
Farbe Weiß
Netzart Gestrickt
Maximale Gebrauchstemperatur 121°C
Flächengewicht 178 g/m²

ABMESSUNGEN
Dicke Breite Länge

0,9 mm 0,12 m 25 m

• Erhältlich mit einem Polyethylen-Spiralschlauch mit 1/2 ”oder 3/4” Durchmesser.

BEMERKUNGEN
• Das Schlauchgeflecht wird zusammen mit dem eingesetzten Spiralschlauch geliefert.
• Die maximale Gebrauchstemperatur ist abhängig von der Dauer der maximalen Temperatureinwirkung und
ist prozeßspezifisch. Airtech empfiehlt deshalb die Durchführung von Tests vor der Anwendung.


